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We theoretically and numerically study the design of optical “lumped” nanofiltering devices in the frame-
work of our recently proposed paradigm for optical nanocircuits. In particular, we present a design of basic
filtering elements, such as low-pass, pass-band, stop-band, and high-pass lumped nanofilters, for use in optical
nanocircuits together with more complex designs, such as multizero or multipole nanofilters, to work at THz,
infrared, and optical frequencies. Following the nanocircuit theory, we show how it is possible to design such
complex frequency responses by applying simple rules, similar to those in rf circuit design, and we compare
the frequency response of these optical nanofilters with classic filters in rf circuits. These findings introduce a
theoretical foundation for the fabrication of nanofilters in optical lumped nanocircuit devices.
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I. INTRODUCTION
The importance of transplanting classical circuit concepts
into optical frequencies is based on the possibility of squeez-
ing circuit functionalities e.g., filtering, waveguiding, multi-
plexing, etc. in subwavelength regions of space and of cor-
respondingly increasing the operating frequency with several
orders of magnitude. Moreover, current interest in combining
optical guiding devices, as optical interconnects, with micro-
and nanoelectronic circuits is high see, e.g., Ref. 1, since it
is still not possible to perform all classic circuit operations in
the optical domain. Introducing new paradigms and feasible
methods to bring more circuit functionalities into the optical
domain would represent an important advance in nanoelec-
tronics technology.
In a recent Letter,2 we have introduced and discussed the
fundamental concepts for developing a novel paradigm for
optical nanocircuits, with the aim to extend classic circuit
concepts, commonly available at rf and lower frequencies, to
higher frequencies, and in particular to the optical domain.
Specifically, we have discussed in Ref. 2 and in following
papers3–10 how a proper combination of plasmonic and non-
plasmonic nanoparticles may constitute a complex nanocir-
cuit at infrared and optical frequencies, for which the con-
ventional lumped circuit elements are not commonly
available. After introducing the nanocircuit concepts for iso-
lated nanocircuit elements,2 and after having applied them to
model infinite stacks of nanoelements to design nanotrans-
mission lines and nanomaterials,4–6 we have analyzed in de-
tail how the connections and interactions among the indi-
vidual nanoelements may be modeled and designed in a
complex optical nanocircuit board with functionalities corre-
sponding to those of a classic microwave circuit. In Refs.
7–9 we have indeed analyzed basic coupling issues among
individual nanocircuit elements and we have proposed the
use of -near-zero ENZ and -very large EVL materials,
with  being the local material permittivity, in order to oper-
ate as “insulators” and “connectors,” respectively, for proper
interconnections among the different elements of a nanocir-
cuit systems. In Ref. 10 we have also proposed a specific
geometry to model a “shorting wire” at optical frequencies,
in order to connect relatively “distant” sections of a nanocir-
cuit board. A recent review of some of these concepts and
potential applications for optical nanocircuits has been pre-
sented in Ref. 3.
The interest in interpreting the light interaction with plas-
monic materials in terms of circuit models has been reported
in earlier literature see, e.g., Refs. 11–15. However, the
novelty of our approach2 consists in the ability to tailor and
design nanoparticles to act as “lumped” circuit elements
e.g., nanoinductors, nanocapacitors, and nanoresistors with
given lumped impedances at optical frequencies. From this
concept, one will then be able to quantitatively design and
synthesize more complex nanocircuits and nanosystems at
optical frequencies, combining collections of nanoparticles
acting as “lumped” nanocircuit elements as in a conventional
circuit board. As we have discussed in Ref. 2, in fact, a
complete equivalence between rf circuits and optical nano-
circuits relies on the analogy between the local conduction
current density Jc=E and the local displacement current
density Jd=−iE, with  and  being the local material
conductivity and permittivity, respectively, and E the local
electric field. The proportionality of Jd with frequency, added
to the usual frequency dispersion of the material permittivity
, which generally follows the Drude-Lorenz dispersion
models,16,17 implies that at higher frequencies the role of
conduction current in optical nanocircuits is overtaken by the
role of Jd.2 This explains why the role of conductivity  in
low-frequency circuits is “replaced” by the local permittivity
 in optical nanocircuits. As we mentioned in Ref. 2, it fol-
lows that plasmonic negative  and dielectric positive 
nanoparticles may constitute, respectively, lumped nanoin-
ductors and nanocapacitors, whereas ENZ or EVL materials
in this paradigm correspond, respectively, to “poor conduc-
tors,” or nanoinsulators, and “good conductors,” or nano-
connectors.7 With these tools, it is possible to envision more
complex interconnections among the different lumped nano-
circuit elements, or even nanomodules, of a nanocircuit
board, in order to realize complex frequency responses at
infrared or optical frequencies.
Following this same analogy between classic circuit
theory and these optical nanocircuits, in the following we go
one step further to present a complete analysis and some
designs for nanoscale filtering modules at optical frequen-
cies. In this scenario, we apply the familiar concepts of cir-
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cuit and filter theories, in order to design first- and second-
order nanofilters in Sec. II and higher-order nanofilters in
Sec. III with complex frequency responses by combining
and juxtaposing up to four reactive nanoelements. Our re-
sults seek to pave the way for the future design of functional
lumped optical nanocircuits at frequencies where the classic
rf lumped circuit elements are no longer available.
II. BASIC FILTERING ELEMENTS: FIRST- AND SECOND-
ORDER OPTICAL NANOFILTER DESIGN
The fundamentals of filter design in low-frequency cir-
cuits are based on the frequency responses of lumped capaci-
tors and inductors18 and their combinations. For instance, a
standard low-pass or high-pass filter is based on the voltage
extracted from a resistor-capacitor RC pair or a resistor-
inductor RL pair, respectively. An inductor-capacitor LC
pair, due to its inherent resonant properties, constitutes the
fundamental pass-band or stop-band filter. In this section we
consider these basic elements as the starting point for our
lumped optical nanofilter design. In particular, in the follow-
ing we will consider nanocircuits embedded in a parallel-
plate waveguide, which guides the input optical excitation.
Following the theoretical results reported in Ref. 2, all the
nanocircuit elements will be subwavelength in size at the
frequency of interest, in order to allow them to function as
lumped elements. For the sake of simplicity, the structures
analyzed here are two dimensional 2D, and the cross sec-
tions of all of our nanostructures i.e., nanorods studied here
are small compared with the operating wavelengths. Exten-
sion to a fully 3D geometry would not change the main
concepts presented here. The numerical results are fully dy-
namic, extracted from full-wave simulations by commer-
cially available finite-integration time-domain software,19 in
some examples also compared to finite-element software,20
and consider realistic dispersion and reasonable losses for the
involved materials. In all of the examples, the results are
compared with what is expected from an analogous design in
a low-frequency rf circuit, considering the quantitative val-
ues of the involved nanocircuit elements as predicted by
nanocircuit theory,2 and in each case a sketch of the related
circuit model is shown.
As already mentioned, the functionalities of the lumped
nanofilters considered here have been evaluated inside a
parallel-plate waveguide, which may correspond at optical
frequencies to a metal-insulator-metal waveguide see, e.g.,
Refs. 4 and 21. In different setups, the waveguide walls may
be substituted by the boundaries of a photonic crystal or by
an integrated waveguide, with the similar purpose of sup-
pressing unwanted radiation from the loads. Analogous re-
sponses may also be expected when the same nanocircuit
elements are employed in different setups—e.g., when
printed on a substrate9 or when utilized as “loads” in optical
nanoantennas—as we have recently suggested in Refs. 22
and 23. Such geometries, which may be closer to a practical
realization at optical frequencies, go beyond the interest of
the present work, in which we aim to fully characterize the
nanofiltering response of proper combinations of nanocircuit
elements, disengaged from the possible dispersion of plas-
monic waveguides, substrates, or nanoantennas. Since the
goal of the present work is to determine the filtering transfer
functions of collections of nanoelements, therefore, here we
have assumed that the host waveguide is made of perfectly
electric conducting PEC walls i.e., wall with infinite con-
ductivity and thus a transverse electromagnetic TEM
mode is launched at the input of this waveguide. The fre-
quency response of this “empty” waveguide may be conse-
quently assumed to be uniform and flat. In a realistic sce-
nario, the metallic walls of the waveguide are dispersive and
thus the waveguide itself may exhibit certain well-known
relatively weak dispersion, as analyzed in Ref. 4, which
will “modulate” the filtering function of the nanofilters. This
additional dispersion may of course be fully taken into ac-
count in any realistic design of such nanofilters. Further-
more, as can be implied from our work in Ref. 4, the major
portion of electromagnetic fields in the metal-insulator-metal
waveguide is located in the dielectric region of this wave-
guide where the nanofilter elements is located, and thus will
interact fully with these nanoelements.
A. Low-pass optical nanofilter: Parallel RC combination
As a first example, Fig. 1 reports the design of a low-pass
nanofilter. The geometry is sketched in the inset and is rep-
resented inside the cross section of a parallel-plate wave-
guide with the impinging electric field oriented from bottom
to top of the figure in air permittivity 0. The low-pass
nanofilter is formed as an “RC parallel combination,” as the
circuit sketch reports in the inset of the figure, where the
parallel resistance is provided by the intrinsic impedance of
the waveguide . The “nanocapacitor” C is formed by a
dielectric nanorod of permittivity C=160 close to silicon-
based materials at infrared-optical frequencies with base d
=20 nm and height h=10 nm. The geometrical and electro-
magnetic parameters have been chosen as possible design
values, but the concepts outlined here are in principle scal-
able to different frequencies or different material parameters.
The parallel-plate waveguide has a total height hwg
=100 nm and it is closed on top and bottom by perfect elec-
tric conductors i.e., with infinite conductivity, which may
well represent some impenetrable metal with sufficiently
negative permittivity in the frequency regime of interest. The
“nanocapacitor” is connected to the protrusion attached to
the bottom of the waveguide, which is made of a material
with sufficiently large positive or negative permittivity
EVL, for which the corresponding impedance is low
enough to act as a short circuit, consistent with our findings
in Refs. 7 and 10 we note here that the ENZ and EVL
material parameters employed in this simulation may argu-
ably be hard to find in nature at the frequency of interest, but
“layered” ENZ and EVL metamaterials may be straightfor-
wardly designed by stacking together plasmonic e.g., noble
metals and nonplasmonic e.g., dielectric thin-layered ma-
terials with the proper orientation with respect to the electric
field, as considered in Refs. 24 and 25. The capacitance per
unit length of the nanoparticle may be evaluated following
Ref. 2, yielding C=Cd /h=0.283 nF m−1. The parallel “re-
sistance” R of the nanofilter, as mentioned above, is provided
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by the characteristic impedance of the waveguide, which in
this geometry is given by =0 /0hwg=18.85  m, with
0 being the permeability of free space.
The extracted transfer function for this basic optical nano-
filter is shown in Fig. 1, in amplitude and phase black lines,
and it is compared with the one obtained through the circuit
theory for the same values of R and C. Simulations have
been performed both for an ideal PEC step i.e., a step with
infinite conductivity and for an EVL material with EVL
=500. In the ideal PEC scenario, the agreement between the
lines is quite good, despite the drastic abruption in the wave-
guide cross section and the dynamic nature of the problem,
which does not consider any “nanoconnector” or “nanoinsu-
lator” around the element. This is due to the small dimen-
sions of the nanocircuit with respect to the wavelength of
operation and to the absence of a resonant response, which
ensures the “lumped” behavior of the nanocircuit over the
frequency range of interest. A very minor discrepancy in the
amplitude and phase of the extracted transfer function is seen
at higher frequencies, when the nanocapacitor size becomes
closer to the wavelength of operation. The amplitude of the
nanofilter rapidly decays in frequency, and the phase passes
from 0 to −90°, consistent with the functionality of an
RC-parallel low-pass filter.
When a positive-permittivity protrusion is considered,
like in the second set of curves with EVL=500, the full-
wave simulations match the circuit theory in the low-
frequency range. However, at higher frequencies the wave-
length inside the EVL material may become comparable with
the size of the nanocircuit element, and therefore the lumped
circuit theory loses its applicability in this particular ex-
ample. This explains the discrepancy between the full-wave
simulation and rf circuit model curves at higher frequencies.
The low-pass filter still retains its function for frequencies
until about 500 THz in this example.
It should be noted that the waveguide step has been in-
serted in this geometry simply to increase the value of the
small capacitance with respect to the characteristic imped-
ance of the waveguide, in order to fine tune the low-
transmittance frequency of the RC nanofilter in the visible
range and to highlight the functionalities of this basic low-
pass nanofilter. In other geometries, such as when loading a
nanoantenna22,23 or a different waveguide setup, such a pro-
FIG. 1. Color online Transfer function amplitude and phase
for the basic low-pass optical nanofilter made of a dielectric nano-
rod in a waveguide, as depicted in the inset. The black solid lines
refer to full-wave simulations, whereas the red dashed lines corre-
spond to circuit-theory calculations for the circuit model sketched
in the inset.
FIG. 2. Color online Transfer function amplitude and phase
for the basic high-pass optical nanofilter formed by a plasmonic
nanorod in a waveguide, as depicted in the inset. The black solid
line refers to full-wave simulations, whereas the red dashed line
corresponds to the circuit-theory calculations for the circuit model
sketched in the inset.
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trusion may not be required. Here the step geometry may
provide an interesting additional tool to tailor the frequency
response of the filter for the designer’s needs. The choice of
size and permittivity for the nanocapacitor in Fig. 1 is arbi-
trary, and variations in the geometry or properties of the
involved nanoparticles, here as well as in the following ex-
amples, may be easily taken into account as a variation of the
corresponding lumped impedance, as calculated in Ref. 2.
This implies that the size, geometry, and properties of the
nanoelements eventually determine the filtering response of
the nanocircuit and their variation would tune this response
as in a standard low-frequency rf circuit. In the design, these
parameters provide several degrees of freedom for tailoring
the frequency response of the nanofilter at will.
B. High-pass optical nanofilter: Parallel RL combination
A simple high-pass filter is depicted in Fig. 2. It is formed
as an “RL parallel combination,” where the “nanoinductor”
L, as first suggested in Ref. 2, is a plasmonic nanorod with
cross sectional dimensions hwg=100 nm d=20 nm.
This nanorod has a permittivity following a Drude model:
i.e.,
L = 01 − fp2ff + i	 , 1
with fp=103 THz and 	=1 THz, which models reasonable
dispersion and losses for a plasmonic material at infrared and
optical frequencies. Also in this case the “resistance” R is
provided by the characteristic impedance of the waveguide.
Again, full-wave simulations and circuit predictions coincide
FIG. 3. Color online Transfer function amplitude and phase
and electric field distribution at the resonance for an optical pass-
band nanofilter formed by two nanorods juxtaposed in parallel in a
waveguide, one made of silicon and the other made of silver.
FIG. 4. Color online Electric field distribution at resonance
and the transfer function for a stop-band nanofilter formed by two
nanorods juxtaposed in series in a waveguide, one made of silicon
dioxide and the other made of silver.
ALÙ, YOUNG, AND ENGHETA PHYSICAL REVIEW B 77, 144107 2008
144107-4
very well, and the high-pass functionality of this nanofilter is
evident from the plots in Fig. 2.
It should be noted that in this example the nanoinductor
has some intrinsic small losses included in it, due to the
absorption of the plasmonic material. Moreover, the value of
the associated equivalent inductance per unit length of this
nanorod is inherently dispersive, generally changing with




are fully taken into account in the nanocircuit model. The
presence of losses in the material explains why the phase of
the transfer function goes abruptly to zero at very low fre-
quencies. The smooth transition of the phase from +90° to
zero is typical of a high-pass RL filter. As an aside, we note
that for frequencies sufficiently lower than fp, but still





, which results in an approximately constant effective
inductance per unit length L= hwg
op
2d .
It should also be underlined here that at high frequencies
the size of the nanoinductor may become comparable with
the skin depth of the metal in this, as well as in some other
following examples. Although the functionality of the nano-
filter is evidently correct Fig. 2, the minor deviation be-
tween full-wave simulations and circuit theory may be in
part associated with the fact that the electric field may have a
somewhat lower amplitude at the center of the nanoinductor,
due to its skin depth. Being based on a quasistatic analysis
which assumes uniform field distribution all over the par-
ticle, the circuit theory does not take into account this effect,
whereas the full-wave simulation does. This may explain the
minor deviation between solid and dashed lines at high fre-
quencies in this and some of the following examples.
C. Pass-band optical nanofilter: Parallel RLC resonance
Figure 3 reports the design of a “parallel RLC” optical
nanofilter working as a pass-band device. The nanofilter
was designed by juxtaposing two nanorods with cross-
sectional dimensions d=20 nm h=10 nm. The two
nanoelements have, respectively, permittivity C=14.150,
which corresponds to the permittivity of silicon at optical
frequencies26 and L= 5−
fp2
ff+i	 0, where fp=2175 THz
and 	=4.35 THz, which models silver at optical
frequencies.27 Once again, the two nanorods have been em-
bedded in the waveguide by positioning them on top of a
step made of an impenetrable material i.e., material with
infinite conductivity, the same that composes the parallel
plates on top and bottom of the waveguide. The geometry in
the figure shows the distribution of electric field in the wave-
guide at the resonance frequency, which occurs at 420 THz.
Consistent with our analysis in Ref. 8, the two nanocircuit
elements are in parallel due to the orientation of the imping-
ing optical electric field parallel to the common interface
and the optical potential drop from the top to the bottom of
the two nanoelements is indeed the same. The equivalent
circuit is shown in the inset of Fig. 3, and the correspondingFIG. 5. Color online Similar to Fig. 4, except here ENZ nano-
insulators and EVL nanoconnectors improve the nanocircuit
functionality.
FIG. 6. Color online Electric displacement distribution at reso-
nance for the stop-band nanofilter of Fig. 5, simulated using finite-
element software Ref. 20. The color scale refers to the displace-
ment vector amplitude snapshot in time, arbitrary units, whereas
the arrows refer to its direction.
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transfer function is compared with the simulated one in the
plots. The simulated and theoretical results match reasonably
well, in both amplitude and phase, despite a small shift in the
resonance frequency, due to the evident mismatch between
the waveguide cross section and the nanoparticle cross sec-
tion at the resonance. Since the two nanorods have the same
cross-sectional dimensions, from the circuit theory the reso-
nance is expected to occur when the two material permittivi-
ties have the same magnitudes but opposite signs—i.e.,
around 500 THz. The actual resonance is shifted down, pos-
sibly due to the local fringing fields at the waveguide abrup-
tion that slightly increase the value of C. It is also evident
how the presence of resonances in the nanocircuit slightly
detunes the expected transfer function from the simulated
one, when compared with the previous examples. Neverthe-
less, the agreement between the two lines is reasonably good,
and with a proper optimization, or the use of nanoinsulators
and nanoconnectors, this may be improved.
As in the low-pass nanofilter case, the choice of reducing
the height h of the nanoelements with respect to the height of
the waveguide hwg, using a suitable PEC or EVL not shown
here protrusion, is motivated by the possibility of increasing
the value of C and simultaneously reducing the value of L,
following the previous formulas. In this case, the Q factor





increases, and therefore the pass band becomes narrow
around the frequency of interest. As we discussed in the case
of low-pass nanofilters shown in Fig. 1, the use of EVL
materials for this step has its own constraint, and therefore
this EVL step design should be done judiciously such that
the frequency range of its applicability would include the
desired pass-band center frequency.
If we considered h=hwg, we would indeed get the advan-
tage of no abruption in the waveguide section and therefore a
better agreement between the circuit theory and full-wave
simulations. However, in this case the bandwidth of opera-
tion of the filter would become larger.
As suggested in Ref. 7, the use of proper ENZ nanoinsu-
lators on the “front” and “back” of the nanocircuit, in order
to confine the undesired displacement current leakage out of
the resonant pair in this case for which h
hwg, might im-
prove the agreement between circuit theory and simulations
around the resonance frequency.
The material permittivities, dimensions of the nanorods’
cross sections, and the height of the step represent degrees of
freedom in the design to achieve the required frequency re-
sponse for the pass-band filter, in terms of both central fre-
quency and bandwidth of operation.
FIG. 7. Color online Extraction of the amplitude and phase of the normalized electric field with respect to the incident field across the
individual L and C nanoelements in the scenarios of Fig. 4 black solid line and Fig. 6 green light line, compared to the ideal circuit.
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D. Stop-band optical nanofilter: Series LC resonance
Up to now we have limited our analysis to parallel com-
binations of nanocircuit elements for realizing simple nano-
filtering systems. We recall here that, as shown analytically
in Ref. 8, two nanocircuit elements may be considered in
parallel when the orientation of the impinging electric field is
parallel to their common interface, as was the case in the
previous scenarios. The series interconnection in this para-
digm corresponds to the case in which the electric field is
orthogonal to the common interface between the two nano-
elements, and therefore the displacement current flows con-
tinuously from one element to the other ideally without cur-
rent leakage in the surrounding circuit, as between two series
elements in a standard rf circuit.
Due to the specific geometry being studied here, the par-
allel configuration allows better matching between the im-
pinging wave phase fronts inside the waveguide and the
nanocircuit. However, if we stack a resonant LC nanopair in
series, rather than in parallel, as in Fig. 4, we may realize a
stop-band nanofilter, consistent with the circuit model in the
inset of Fig. 4. More generally, such series configurations
may provide extra design tools for tailoring the frequency
response of a complex nanocircuit. In this subsection, we
analyze in detail the possibility of using a resonant series
combination of nanoelements to design a stop-band nanofil-
ter.
Figure 4 provides an example of such a resonant series
configuration. A SiO2 nanorod, with permittivity
C=2.160,28 has been stacked over a silver nanorod with the
same cross-sectional dimensions: h=hwg /2=10 nm and d
=15 nm. In this way, a series resonance may “short” the
waveguide and create a stop band, expected at around
800 THz for this example. Due to the abruption of the wave-
guide and the strong value of the fringing fields around the
interface between the two nanorods near the resonant fre-
quency, the response of the nanofilter is slightly more com-
plex than what the equivalent rf circuit theory would predict,
but still the response in amplitude and phase approximately
recalls the general trend predicted by the circuit theory with
additional resonances present due to the plasmonic resonance
at the interface between the plasmonic and insulating mate-
rials or between the plasmonic and dielectric materials. This
effect may introduce further flexibility and tunability of the
frequency response of the nanofilter, due to the presence of
additional localized plasmonic resonances. It is worth noting,
however, that these additional stop bands shown in Fig. 4
occur at about 50 THz below and above the main stop band
predicted by the circuit theory and therefore allow a rela-
tively large frequency band of operation around the main
stop band. This implies that if the desired operational band of
a system is about 80025 THz, for the example shown in
Fig. 4, the main stop band of the pair of nanorods will be the
main one predicted by the circuit theory.
It is important to note that the field distribution at the
resonance of the nanofilter, reported in Fig. 4, indeed re-
sembles that of a resonant LC series: the electric field is
oppositely oriented and very strong at the interface between
the two nanocircuit elements, in order to provide a continu-
ous displacement current flowing across the resonant pair
with a zero voltage drop. This is consistent with our analyti-
cal findings in Ref. 8.
In order to better improve the agreement between the cir-
cuit theory and the full-wave simulations around the stop
band, we have simulated in Figs. 5 and 6 the same geometry,
but with added two tiny layers t=3 nm thick of ENZ nano-
insulators on the front and the back of the nanocircuit pair
and a layer of EVL connector between the resonant pair. This
was done to limit the displacement current leakage at the
resonance around the pair and to reduce the effect of plas-
monic resonance at the interface between the two elements.
The ENZ material was designed assuming a Drude model 1
with plasma frequency selected to be at the resonance fre-
quency of the circuit, whereas the EVL material was as-
sumed to have a permittivity EVL=1000. One may also use
FIG. 8. Color online Electric field distribution at the resonance
for a stop-band nanofilter made by a SiO2 and a silver nanorod in
the series combination. An EVL nanoconnector is used to extract
the optical voltage drop across each of the two nanoelements and
“carry” them to the output end of the waveguide.
FIG. 9. Color online Frequency response of the parallel com-
bination of a SiC and a dielectric nanorod at THz frequencies.
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an EVL with negative permittivity, as we discuss and prove
analytically for a different geometry in Ref. 10.
It is clear in Fig. 5 how the agreement between black
solid and red dashed lines around the stop band is better
with these additions; however, the intrinsic Drude dispersion
of the ENZ material at lower frequencies causes the ENZ
to become an epsilon-negative ENG layer, which conse-
quently affects the frequency response at lower frequencies,
effectively adding to the resonant pair two nanoinductors in
parallel that modify the overall response of the circuit at
lower frequencies. Even if in this setup the use of ENZ and
EVL materials is not crucial, in more complex nanocircuits
their use turns out to be important in order to avoid unwanted
coupling among nanocircuit elements.7 We note here that the
ENZ and EVL material parameters employed in this simula-
tion may arguably be hard to find in nature at the frequency
of interest, but “layered” ENZ and EVL metamaterials may
be straightforwardly designed by stacking together plas-
monic e.g., noble metals and nonplasmonic e.g., dielectric
thin-layered materials with the proper orientation with re-
spect to the electric field, as considered in Ref. 25. Our pre-
liminary results and simulations in this sense confirm that it
is possible to exploit this technique to fabricate artificial
ENZ and EVL metamaterials with the proper frequency re-
sponse for our nanocircuit applications.
The electric field and displacement distribution in Figs. 5
and 6, extracted at the resonance frequency of the circuit,
show how the ENZ insulators allow better insulation of the
series connection from the surrounding space, since the dis-
placement current now flows all across the interface between
the two nanocircuit elements, where the EVL connector is
positioned. The electric field in the ENZ regions is parallel to
this interface, but the low permittivity of these regions en-
sures that the displacement current leakage is very low. This
behavior is confirmed in Fig. 6, where the displacement vec-
tor distribution D=E has been evaluated for the same ge-
ometry with a finite-element software.20 Figure 6 confirms
and validates our results using a different simulation tech-
nique, and it explains more evidently the improved agree-
ment between circuit theory and simulations in this scenario
around the resonance frequency i.e., in the range of fre-
quency in which the ENZ material has near-zero permittiv-
ity. It is evident how the displacement current flow is con-
fined inside the two slabs, connected in series by an EVL
material, due to the proper insulation ensured by ENZ lateral
slabs. There is no electric displacement flow outside the
nanofilter pair, and indeed near the resonance the pair of
nanoelements may be interpreted as connected in series.
Once again, the additional resonances observed in this nano-
filter are due to the plasmonic resonance at the interfaces
between regions with oppositely signed permittivities. Nev-
ertheless, this nanocircuit exhibits stop-band behavior albeit
several bands, the main one of which is designed according
to the analogous rf circuit theory. It is important to point out
that dispersion characteristics of materials involved in such
nanofilters may provide these filters with richer transfer func-
tions that may be exploited in the overall response design.
In order to further underline the response and functional-
ity of this stop-band series filter, Fig. 7 reports the behavior
of the transfer function in this setup evaluated separately for
the two nanocircuit elements, imagining to extract the signal
at the two terminals of the nanoinductor silver nanorod and
of the nanocapacitor SiO2 nanorod separately. The plots
compare the three cases of the geometry of Fig. 4 black
solid line, the geometry of Fig. 6 with nanoinsulators green
light line, and the ideal circuit response for the two ele-
ments.
There is good agreement between circuit theory and full-
wave simulations, despite the abrupt change in the wave-
guide cross section and the dispersion of the materials. At the
FIG. 10. Color online Electric field distribution at the stop-band frequency, transfer function of the nanofilter, and extraction of the
normalized field across the terminals of each of two nanocircuit elements for an LC series combination at THz frequencies.
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stop band, even though the signal is not transmitted through
the nanofilter, the two elements by themselves experience a
peak in their transfer function extracted across their termi-
nals, with 180° shift between the L and C. This is consistent
with the operation of a series LC stop-band filtering device.
E. Series combinations: Extraction of the individual
element response
Up to now we have presented several examples on how
basic nanofilters might be simply realized at optical frequen-
cies following design rules analogous to those of their low-
frequency counterparts. The last example provided us with
an interesting difference between a high-frequency nanocir-
cuit and a low-frequency circuit: despite the complex reso-
nant response of the two individual nanoelements in Fig. 4 or
6, the response measured at the output terminal of the filter
shows a general stop-band response—i.e., zero transmission
at the resonance frequency as well as at other resonant fre-
quencies. In a classic circuit, however, it may be desirable to
pick the voltage and current at one of the two individual
elements i.e., L or C, similar to what reported in Fig. 7. Not
having ideal “terminals” at the end of each one of the nano-
circuit elements, however, it appears more difficult in this
scenario to actually extract such information from the indi-
vidual elements in the series combination. However, follow-
ing the concepts introduced in Refs. 7–10 and in the previous
paragraphs, we can employ a nanoconnector to extract such
signal from the center of the series connection.
Figure 8 shows the geometry that we analyze in this con-
text: the EVL connector at the interface between the series
elements of Fig. 6 has been extended down to the output
terminal of the filter here we have not employed ENZ insu-
lators, since their presence is not crucial. In this scenario, as
seen from the field distribution at the resonance, it is possible
to “guide” the antiphase field distribution present inside the
nanocircuit at the resonance as predicted by Figs. 4–7 to
the end of the waveguide, analogous with the optical “short-
ing wire” idea we have recently presented in Ref. 10. It is
interesting to note that the electric field in the narrow EVL
channel is indeed oriented longitudinally, consistent with the
fact that the displacement current is being guided along the
EVL “wire” to maintain the potential drop across the two
elements in the empty region of the waveguide. This allows
extraction of the signal from the individual elements in the
series combination at the output of the filter, obtaining results
that are consistent with those presented in Fig. 7. This might
be a viable way to extract the transfer functions from indi-
vidual optical nanocircuit elements in series.
F. Nanofilters at THz frequencies
We have also been interested in applying the concepts
outlined in the previous paragraphs to nanocircuits at THz
frequencies. At these frequencies, some semiconductors may
exhibit anomalous values for real part of permittivities. For
instance, SiC Ref. 29, InSb Ref. 30, and LiTaO3 Ref. 30
have relatively low absorption with windows of frequency
FIG. 11. Color online Electric field distribution at the resonant frequency of the series and transfer function for a third-order nanofilter
made by cascading a series LC filter with a nanoinductor. The involved materials are assumed to be silver and silicon dioxide, plus ENZ
material for the nanoinsulators. The black solid line refers to the simulation when ENZ nanoinsulators are used, the dashed red line refers to
ideal circuit theory simulations, and the dotted green line refers to the same geometry, but without the use of ENZ nanoinsulators.
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over which their relative permittivities may have negative,
close to zero, or very high real part. This may provide an-
other set of materials for use in our nanofilter concepts at
infrared frequencies.
Even though the previous concepts are easily scalable to
lower frequencies, the main difference is in the fact that the
polaritonic frequency dispersion of such materials generally
follows a Lorentzian model, and therefore the bandwidth
over which these concepts are applied may become narrower
than those in the previous examples. As we show below, such
Lorentzian dispersion may actually provide additional de-
grees of freedom for the nanocircuit response. Moreover, a
clear advantage of this range of frequency is that it may be
less challenging to realize electrically smaller nanocircuit el-
ements at these lower frequencies.
As an example, Fig. 9 reports the transfer function for a
parallel resonant pair consisting of a SiC nanorod of dimen-
sions d=250 nm h=100 nm and permittivity L satisfy-
ing a realistic Lorentzian model with losses for SiC Ref. 29
in parallel with a dielectric nanorod of the same dimensions
and with C=30, embedded in a waveguide with hwg=h.
The results are consistent with the circuit theory and show
how it is possible to obtain a good stop-band nanofilter in a
parallel combination in this frequency regime. This is due to
the fact that the zero in transmission coefficient is obtained at
the material resonance of SiC, around 25 THz. The parallel
resonance, arising in this design around 30 THz, brings back
the transfer function to unity and for this choice of param-
eters has a relatively wider bandwidth of operation consis-
tent with the previous discussion, since now hwg=h.
Figure 10, as a further example, reports the case of a
series combination obtained by combining a nanoinductor







−2−i	 0 with L=29.07 THz, T=23.79 THz, and
	=142.8 GHz the level of losses is analogous to those of
SiC at THz frequencies, combined in series with a dielectric
nanorod with C=100. The two nanocircuit elements have
both height h=hwg /2=250 nm and length d=2 m and they
are separated by an EVL separator 20 nm thick made of
realistic LiTaO3 material, with the Lorentzian model re-
ported in Ref. 30. At the resonance frequency of 4.32 THz,
LiTaO3 = −373+ i4330, acting well as an EVL material in
the range of frequency of interest. The electric field distribu-
tion at the resonance shows how LiTaO3, despite its nonideal
behavior with a high imaginary part, is capable of picking
the resonant field distributions of two elements and guide
them to the output of the waveguide, as described in the
previous section. Moreover, the transfer function shows how
the stop-band behavior coincides with the expected one from
the circuit theory and the extracted voltages at the end of the
waveguide confirm the presence of two resonant peaks for
the signals extracted from L and C separately, with a zero
transmission for the sum signal, consistent with the expected
nanofilter response. In this geometry, it may therefore be
possible to extract separately the signals applied to L and C
at the end of the waveguide. The results are in good agree-
ment with the frequency response of a resonant LC series
filter.
III. DESIGN OF HIGHER-ORDER
OPTICAL NANOFILTERS
After having presented the design of basic nanofilters at
optical frequencies, in this section we show how even more
complex configurations and frequency responses may be ob-
tained by combining the previous concepts and having prop-
erly connected basic nanofilters forming more complex
nanocircuits, similar to what is commonly done in regular
low-frequency circuits.
Figure 11 refers to a third-order nanofilter, obtained by
connecting in parallel a series LC filter with a nanoinductor.
The two inductors are both made of silver, whereas the nano-
capacitor consists of SiO2. The dimensions of the parallel
nanoinductor are assumed to be d=20 nm h=10 nm,
whereas the two series nanorods have size d /5 h /2.
Moreover, the series elements are insulated by an ENZ ma-
terial with thickness t=4 nm and a Drude model dispersion
1 with a plasma frequency selected to be around the reso-
nant frequency of the series connection—i.e., fp=810 THz,
	=4 THz.
The transfer function plots in Fig. 11 compare the circuit
response for the circuit model depicted in the inset with the
full-wave simulations obtained for the geometry of the figure
and for the case in which the ENZ insulators are removed.
The field distribution is shown at the resonant frequency of
FIG. 12. Color online Electric displacement distribution for
the geometry of Fig. 11 top and for the nanocapacitor connected in
parallel with the LC structure bottom, as evaluated using Ref. 20.
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the series connection, where the zero of the filter response is
expected around fp.
It is seen how the third-order filter combines the high-pass
functionality of an RL filter with the stop-band feature of the
LC series and therefore provides further degrees of freedom
for the nanocircuit response. The extracted transfer function
agrees qualitatively with the ideal one obtained from circuit
theory albeit with more resonances at lower frequencies due
to plasmonic resonances at interfaces, and the presence of
ENZ nanoinsulators to confine the displacement current in
the series connection at its resonance leads to improving the
agreement around fp. The electric field distribution at the
series resonance, shown in Fig. 11, confirms this prediction,
highlighting the out-of-phase voltage drop in the two nano-
circuit elements and the absence of current leakage outside
of the pair, due to the nanoinsulators.
In Fig. 12, moreover, this behavior is confirmed and vali-
dated using Ref. 20, highlighting the displacement current
flow at the series resonance of the nanofilter. It is noticeable
how the displacement field is maximized and enhanced in-
side the series elements, similar to the response of a classic
resonant filter, and no current leakage is allowed by the pres-
ence of the insulators.
Figure 13 corresponds to a different third-order filter, ob-
tained by substituting the parallel nanoinductor of Fig. 12
with a parallel nanocapacitor with C=50. The sizes of the
elements are the same, and the functionality of the nanofilter
is now expected to combine the stop-band features of the
series connection with the low-pass filtering of the parallel
nanocapacitor. The simulations show this to be possible, and
the comparison between the simulated results and the circuit
response is fairly good qualitatively, considering the com-
plexity of the nanocircuit. The presence of the insulators al-
lows a fairly good agreement of the simulated and expected
curves around the resonant frequency.
As a final example, we present in Fig. 14 the results for a
fourth-order nanofilter, obtained by combining the geom-
etries of Figs. 12 and 13 in order to have a series LC nano-
filter in parallel with a parallel LC. In this case, the frequency
response should give rise to two pass bands and a stop band,
modulating a high-pass filter. This complex filter response is
reasonably well obtained in the extracted response from the
nanocircuit, both with and without the presence of the ENZ
insulators. This final design shows how complex filtering
response may be designed by utilizing plasmonic and non-
plasmonic nanoparticles, suitably combined together and dis-
placed in accordance with the impinging electric field.
IV. CONCLUSIONS
We have reported here our theoretical investigation on the
possibility of employing plasmonic and nonplasmonic nano-
FIG. 13. Color online Transfer function for a nanofilter similar
to Fig. 10, but substituting the parallel nanoinductor with a parallel
nanocapacitor with C=50.
FIG. 14. Color online Electric displacement distribution top
and transfer function bottom for a fourth-order nanofilter, obtained
by combining in the geometry of Figs. 10 and 11 with both the
parallel nanoinductor and nanocapacitor.
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structures to design nanofilters and extend the functionalities
of nanocircuits at infrared and optical frequencies. Relatively
complex frequency responses have been obtained by em-
ploying plasmonic and dielectric nanoparticles to realize op-
tical nanofilters with low-pass, high-pass, stop-band, and
pass-band functionalities. The use of nanoinsulators and
nanoconnectors has been proposed to reduce unwanted cou-
pling among the different components of the nanofilters and
to extract the frequency response from series nanocircuit el-
ements. These results may be considered an informative step
towards the realization of functional nanocircuits at THz and
optical frequencies.
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